
DuPont™ Cyrel® FAST 1000 TD
Thermal Solvent-Free Flexographic Plate Processor

DuPont™ Cyrel® FAST 1000 TD is redesigned from 
the ground up with customer needs in mind; it 
is easy to install, support, maintain and operate. 
The system is robust, extremely cost effective and 
reliable. The Cyrel® FAST 1000 TD system uses dry, 
thermal technology to process high-quality Cyrel® 
photopolymer plates, eliminating the need for 
solvent, enabling sustainable flexographic plate 
processing.

Benefits
•	 Plate sizes: Up to 900 x 1,200 mm (35.4 x 47.2 inch)  

with developer roll DR 37

•	 Processed plates in less than 20 minutes

•	 Solvent free

•	 Catalytic cleaning of the process vapors

•	 State-of-the-art HMI technology allows for modern 
intuitive operations

•	 Possibility of remote service and application support  
via internet connection

•	 PET protected heated roller provides consistent 
Platemaking

•	 Simple and fast exchange of consumables

Product Features
DuPont™ Cyrel® FAST 1000 TD is a platemaking system 
that uses dry, thermal technology to process high-quality 
photopolymer plates, thereby eliminating all solvents and 
aqueous solutions from the plate room. This process does 
not require the time-consuming drying step required in other 
workflows. The Cyrel® FAST 1000 TD enables  the production 
of Cyrel® FAST finished plates up to a maximum format 
of 900 x 1,200 mm (35.4 x 47.2 inch), in less than one hour, 
including the imaging and exposing steps. This makes it an 
ideal solution for just-in-time flexo plate production.

The Cyrel® FAST 1000 TD delivers outstanding plate quality 
and uniformity. This processor is capable of producing a 
finished plate without the need of solvent washout. To 
complete the Cyrel® FAST 1000 TD system solution, an LED-
based XPS exposure unit or the Cyrel® 1000 ECLF is available 
for exposing and light finishing plates. As with all elements 
for the Cyrel® FAST system, it is environmentally friendly 
with no solvents to handle, store, or recycle and no drying 
equipment is required.

The Cyrel® FAST technology enables the production of high-
quality plates that combines the efficiency and speed of 
digital imaging with the environmental benefits of thermal 
plate processing. DuPont thermal plates are designed to 
meet the needs of high-quality flexographic printers with fine 
tone, line-work, and solids.

Processor is getting delivered with a water chiller.

DuPont offers a lifting cart for an easy a safe handling of the 
web as accessory.



DuPont™ Cyrel® FAST 1000 TD
Thermal Solvent-Free Flexographic Plate Processor

Technical Data

General Details Other Notes

Equipment Name DuPont™ Cyrel® FAST 1000 TD Thermal developer

SAP Article Number D15576877

Max. Plate Size 900 x 1,200 mm 35.4 x 47.2 inch

Min. Plate Size 254 x 305 mm 10 x 12 inch

Max. Plate Thickness 2.840 mm 0.112 inch 

Min. Plate Thickness 1.14 mm 0.045 inch

Electrical (Field Configurable) 400VAC 50/60Hz (worldwide) 

230VAC 50/60Hz (North America)

3P + N + PE

3P + PE

Power consumption Operation (maximum) 
Power consumption Standby (maximum) 

7 kW

150 W

Fuse and cable Worldwide 3 x 25A Cable: Minimum 5 x 4mm2 

North America 3 x 30A Cable: Minimum 4 x 10AWG

Exhaust 300 m³/h  (176.7 ft³/min) with a static 
pressure of 400Pa 

Inline axial blowers often cannot deliver 
sufficient pressure on the suction side.

Exhaust duct heat resistance,  
min. 65°C (149°F)

Exhaust duct diameter 160 mm  
(6.3 inch) 

Remote Connection RJ45 internet connector For remote service capability

Environmental Data Temperature range: 18°C to 27°C  
(64°F to 81°F)

Absolute humidity: max. 14g/m³,  
non-condensing @17°C

Compressed Air Supply Pressure range:  
6.5 bar (94 psi) - 7.0 bar (102 psi)

Volume: 300 l/min (10.6 CFM)

Air quality: ISO Class 344

Dimensions:
D
W
H
H (open)

Uncrated
1,718 mm (67.64 inch) without duct

1,719 mm (67.68 inch) without duct

1,243 mm (48.94 inch)

2,040 mm (80.31 inch) max

Crated
2,496 mm (98.27 inch)

1,976 mm (77.8 inch)

1,715 mm  (67.52 inch)

Weight 1,550 kg (3,417 lbs) Crated:  2,000 kg (4,409 lbs)

Colour DuPont Red and Grey

DuPont brings together leading technologies and products for the printing and package printing industries. DuPont™ 
Cyrel® is one of the world’s leading flexographic platemaking systems in digital and conventional formats, including 
DuPont™ Cyrel® brand photopolymer plates (analogue and digital), Cyrel® platemaking equipment, Cyrel® round sleeves, 
Cyrel® plate mounting systems and the revolutionary Cyrel® FAST thermal system.

The information provided in this data sheet corresponds to our knowledge on the subject at the date of its publication. It may be subject to revision as new knowledge 
and experience becomes available. This information is not intended to substitute for any testing you may need to conduct to determine for yourself the suitability of our 
products for your particular purposes. Since we cannot anticipate all variations in end-use and disposal conditions, DuPont makes no warranties and assumes no 
liability in connection with any use of this information. It is intended for use by persons having technical skill, at their own discretion and risk. Nothing in this publication is 
to be considered as a license to operate under or a recommendation to infringe any patent right. 
DuPont™, the DuPont Oval Logo, and Cyrel® are trademarks or registered trademarks of DuPont or its affiliates.  
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For more information on DuPont™ Cyrel® or other DuPont 
products, please visit our website.

cyrel.eu

http://cyrel.eu

